
Luminous emittance 1 / Luminance diagram
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Luminous emittance 1 / UGR diagram

Glare evaluation according to UGR
ρ Ceiling 70 70 50 50 30 70 70 50 50 30
ρ Walls 50 30 50 30 30 50 30 50 30 30
ρ Floor 20 20 20 20 20 20 20 20 20 20

Room size
X          Y

Viewing direction at right angles
to lamp axis

Viewing direction parallel
to lamp axis

2H             2H 21.4 22.6 21.7 22.8 23.1 25.1 26.3 25.4 26.5 26.8
3H 21.3 22.4 21.7 22.7 22.9 26.4 27.5 26.7 27.7 28.0
4H 21.3 22.3 21.6 22.6 22.9 26.8 27.8 27.1 28.1 28.3
6H 21.3 22.2 21.6 22.5 22.8 27.0 27.9 27.3 28.2 28.5
8H 21.2 22.1 21.6 22.4 22.7 27.0 27.8 27.3 28.1 28.5

12H 21.2 22.1 21.6 22.4 22.7 26.9 27.8 27.3 28.1 28.4
4H             2H 22.0 23.0 22.3 23.3 23.5 25.2 26.2 25.5 26.5 26.8

3H 21.9 22.8 22.3 23.1 23.4 26.6 27.4 26.9 27.7 28.1
4H 21.9 22.6 22.3 23.0 23.3 27.0 27.7 27.4 28.1 28.4
6H 21.9 22.5 22.3 22.9 23.3 27.2 27.8 27.6 28.2 28.6
8H 21.9 22.4 22.3 22.8 23.2 27.2 27.8 27.6 28.2 28.6

12H 21.8 22.4 22.3 22.8 23.2 27.2 27.7 27.6 28.1 28.5
8H             4H 21.9 22.5 22.4 22.9 23.3 26.9 27.5 27.3 27.9 28.3

6H 21.9 22.4 22.4 22.8 23.3 27.1 27.6 27.5 28.0 28.4
8H 21.9 22.3 22.4 22.8 23.2 27.1 27.5 27.6 28.0 28.4

12H 21.9 22.3 22.4 22.7 23.2 27.1 27.4 27.6 27.9 28.4
12H             4H 21.9 22.4 22.4 22.8 23.3 26.8 27.4 27.3 27.8 28.2

6H 21.9 22.3 22.4 22.8 23.2 27.1 27.5 27.5 27.9 28.4
8H 21.9 22.2 22.4 22.7 23.2 27.1 27.4 27.6 27.9 28.4

Variation of the observer position for the luminaire distances S

S = 1.0H +1.2   /   -2.5 +0.1   /   -0.1
S = 1.5H +2.6   /   -7.6 +0.5   /   -0.8
S = 2.0H +3.6   /   -8.4 +1.2   /   -1.4

Standard table BK01 BK03

Correction summand 3.3 9.0

Corrected glare indices referring to 465lm Total luminous flux

The UGR values are calculated in acc. with CIE Publ. 117. Spacing-
to-Height-Ratio = 0.25
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Luminous emittance 1 / Linear LDC
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Luminous emittance 1 / Cone diagram

E(C0) 9349.3°
E(C90) 5256.3°
E(0°) 614

E(C0) 2349.3°
E(C90) 1356.3°
E(0°) 154

E(C0) 1049.3°
E(C90) 5.856.3°
E(0°) 68

E(C0) 5.849.3°
E(C90) 3.356.3°
E(0°) 38

E(C0) 3.749.3°
E(C90) 2.156.3°
E(0°) 25

E(C0) 2.649.3°
E(C90) 1.556.3°
E(0°) 17

C0 - C180 (Beam angle: 98.6°)
C90 - C270 (Beam angle: 112.6°)

Distance [m] Cone diameter [m] Illuminance [lx]

0.50 1.20.50
1.5

1.0 2.31.0
3.0

1.5 3.51.5
4.5

2.0 4.72.0
6.0

2.5 5.82.5
7.5

3.0 7.03.0
9.0
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KLUS MICRO-Alu (LED K-30-1820 3000K) Extrusion with cover HS clear 1xLED 1x
30cm K-30-1820 3000K

See our luminaire
catalog for an image of

the luminaire.

Light output ratio: 83.06%
Lamp luminous flux: 465 lm
Luminaire luminous flux: 386 lm
Power: 5.0 W
Luminous efficacy: 77.2 lm/W

Colourimetric data
1x: CCT 3048 K, CRI -

Luminous emittance 1 / Polar LDC
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MICRO-ALU Extrusion
Cover HS clear

LED 1 x 12” (30cm) K-30-1820 / 3000K

Polar diagram

UGR diagram

Cone diagram


